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ZERTIFIKAT ¢ CERTIFICATE &

CERTIFICATE Produt Soie

No. Z21003 17297 088

Holder of Certificate: Huck Seiltechnik GmbH
Netz- und Seilspielgerite

Dillerberg 3
35614 ARlar-Berghausen
GERMANY

Certification Mark:

Product: Swings

The product was tested on a voluntary basis and complies with the essential requirements. The
certification mark shown above can be affixed on the product. It is not permitted to alter the
certification mark in any way. In addition the certification holder must not transfer the certificate
to third parties. See also notes overleaf.

Test report no.: 71366273

Aoty (S

Date, 2010-03-12 ( Stephan Vanderheyden ) Aki0a
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ZERTIFIKAT © CERTIFICATE

CERTIFICATE

B

Product Service

No. 221003 17297 088

Model(s):

Parameters:

Tested
according to:

Production
Facility(ies):
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Swinger Series 4585

4585 Super rope end sw. mini

4585 S Super rope end sw. mini

4585-10 Super rope end sw. maxi

4585-30 Tyre swinger

4585-30 S Tyre swinger

4585-40 Rope end swing

4585-45 Rope end swing mini

4585-50 Super rope end sw. midi

4585-60 Super rope end "Rabenscheid"
4585-MD4 Super rope end sw. mini, 4 seat, single
4585-MD4 Super rope end sw. mini, 4 seat, double

dimensions mm length width  height

4585 3500 2000 2500
4585 S 3500 2000 2500
4585-10 15500 6500 5100
4585-30 3500 2000 2500
4585-30 S 3600 2000 2500
4585-40 2000 90 90

4585-45 3060 1100 1200
4585-50 7500 4000 3000
4585-60 10000 3050 3200
4585-MD4 5250 2100 2650

4585-MDD4 5250 4100 2650
4585 to 4585-40

frame oak glazed @ 160 mm or
pine impregnated with preservative @ 180 mm

4585, 4585-30 and 4584-60 additional
Douglas, core isolated with post shoes, @ 140 mm, & 180 mm

45855/4585-305/4585-MD4/4585-MDD4/4585-45
steel post @ 102 mm

4585-50 frame galvanized steel tube
dimension: 100 x 100 mm , 140 x 140 mm, 150 x 150 mm

DIN EN 1176-1:2008
DIN EN 1176-2:2008

17297



